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‘ \ \ “ B106 Cinema Lig ht Lock 60 - B153 Mechanical S pace 550 550 7. PRZEJSCIA PRZEWODOW PRZEZ PRZEGRODY ODDZIELENIA POZAROWEGO POWINNY BYG ZABEZPIECZONE POZAROWO ZGODNIE Z KLASA

|1 [ . SK.-127m “ ODDZIELENIA POZAROWEGO. , '

900 Al u - ; 8. NAKAZDYM ROZGALEZIENIU SIEC| PRZEWODOW ORAZ PRZED KAZDYM ELEMENTEM NAWIEWNYM | WYWIEWNYM ZAKAKCZAJACYM INSTALACJE
L B 2320 + T } B107 Cinema I—'Q ht Lock 50 B154 MV 1 450 450 (NAWIEWNIKI, KRATKI ITP.) NALEZY INSTALOWAC ELEMENTY REGULACYJNE.
350 9. PRZEWODY WENTYLACYJNE NALEZY ZAIZOLOWAG TERMICZNIE WG OPISU.

1 & - 10. PRZEWODY WENTYLACYJNE PROWADZONE PO DACHU | IZOLOWANE CIEPLNIE MAJA POSIADAC PLASZCZ OCHRONNY Z BLACHY ALUMINIOWEJ
1200 50 “ : E1 I:]E ,IIJI,I||,||I H{JDIT‘I I'I"IEI{lE 1 1 5[} 1 5{:] E1 55 Mlllllr E 3[]{:] 45[:' LUB BLACHY STALOWEJ OCYNKOWANEJ.

“ : 11. W POMIESZCZENIACH TECHNICZNYCH INSTALACJE POWINNY BYC ZABEZPIECZONE PRZED USZKODZENIEM NA WYSOKOSCI DO MIN 2M.
0 “ B108 AV Room - mode 2 800 800 B156 Mechanical S pace - 110 12. W PRZYPADKACH PRZEWIDZIANYCH NA RYSUNKACH DO PODLACZENIA NAWIEWNIKOW | WYWIEWNIKOW PRZEWODAMI ELASTYCZNYMI TYPU
LFLEX" NALEZY ZASTOSOWAC PRZEWODY W WYKONANIU IZOLOWANYM AKUSTYCZNIE. MAKSYMALNA DLUGOSC PRZEWODU ELASTYCZNEGO (FLEX)
DO PODLACZANIA NAWIEWNIKOW, WYWIEWNIKOW NIE MOZE PRZEKRACZAC 150CM.
B108 AV Room - mode 3 1050 1050 B157 PZ0 1 90 30 13. WSZYSTKIE INSTALACJE WIDOCZNE MAJA BYC POMALOWANE NA KOLOR UZGODNIONY UPRZEDNIO Z ARCHITEKTEM. KOLOR NAWIEWNIKOW |
X INNYCH ELEMENTOW WIDOCZNYCH UZGODNIC Z ARCHITEKTEM.
Bi0g Cinema B240 - B158 F/O2 Bl B0 14. KONSTRUKCJE WSPORCZE POD URZADZENIA | KANALY W ZAKRESIE DOKUMENTACJI WARSZTATOWE,.

15. OPRACOWANIE DOKUMENTACJI WARSZTATOWEJ W ZAKRESIE WYKONAWCY.

: : : 16. RYSUNEK ROZPATRYWAC RAZEM Z PROJEKTAMI POZOSTALYCH BRANZ ORAZ OPISEM TECHNICZNYM. PRZED PRZYSTAPIENIEM DO PRAC
B110 E.'l'.l]. Polish Radio 950 950 B158 LV I:FI I'E] 40 40 SPRAWDZIC W ODPOWIEDNICH PROJEKTACH PRACE POWIAZANE. _
17. WSZYSTKIE LANCE NAWILZACZY PAROWYCH MONTOWACG W SEKCJI NAWILZANIA CENTRAL WENTYLACYJNYCH.

| 18. DODATKOWA IZOLACJA AKUSTYCZNA DO REDUKCJI HALASU EMITOWANEGO PRZEZ OBUDOWE REGULATOROW ZMIENNEGO PRZEPLYWU VAV
E 1 1 1 antml Rﬂﬂm 21 [} E 1 {J E 1 EU MEEhan ICa l AEE’ESE El:} ED WYKONANA Z WELNY MINERALNEJ O GRUBOSCI 40MM POKRYTEJ PLASZCZEM Z BLACHY ALUMINIOWEJ LUB STALOWEJ OCYNKOWANEJ. KANALY
PRZED | ZA REGULATOREM VAV IZOLOWAC WELNA MNINERALNA GR. 40 mm NA DLUGOSCI 3 m OD REGULATORA W OBYDWIE STRONY.

E 11 E TEEEI'I EI"JS LDIJ ng = 22(} EE'D E 1 ﬁ 1 Mecha ni [:a| rogm 42{] SEI:I 19. KANALY PROWADZONE W PRZESTRZENIACH PODLOGI PODNIESIONEJ NALEZY SKOORDYNOWAG Z SYSTEMEM MONTAZOWYM PODLOGI

PODNIESIONEJ. KOORDYNACJA W ZAKRESIE PROJEKTU WARSZTATOWEGO.
: : 20. CENTRALE NALEZY POSADOWIC NA FUNDAMENTACH BEDACYCH W ZAKRESIE PROJEKTU WARSZTATOWEGO WYKONAWCY.
B120 Conservation (Clean) 1710 1710 B163 Electrical Closet - 120 21. CZUINIKI CO2 DLA POMIESZCZEN PUBLICZNYCH NALEZY ZLOKALIZOWAC W KANALACH WYWIEWNYCH OBSLUGUJACYCH POSZCZEGOLNE
POMIESZCZENIA.
B121 Conservation (Dirty) 3200 1080 B165 Sarvice area - 1010 22. ROZMIESZCZENIE ELEMENTOW NAWIEWNYCH/ WYWIEWNYCH WG RYSUNKOW ARCHITEKTURY PO POTWIERDZENIU Z PROJEKTANTEM INSTALACL.

B122 Archive Smrag =] 1840 1840 B170 Male wash - 390 23. NA RYSUNKACH POSZCZEGOLNYCH BRANZ W TYM BRANZY MECHANICZNEJ, WENTYLACYJNEJ, OGRZEWCZEJ, CHLODNICZEJ, ELEKTRYCZNEJ,
NISKIEGO NAPIECIA, WODNO-KANALIZACYJNEJ ORAZ OCHRONY PRZECIWPOZAROWEJ POKAZANO ELEMENTY WIDOGZNE W UJECIU ILOSCIOWYM.
: : PRZED ICH MONTAZEM (W TYM PUNKTOW OSWIETLENIOWYCH, PUNKTOW PROBKOWANIA DYMU, GLOSNIKOW, KAMER, CZUINIKOW SWIATLA
B123 Film Archive 200 200 B171 Male Locker 360 - DZIENNEGO, DETEKCJI RUCHU, GSM, ANTEN WI-FI, PANELI DOSTEPOWYCH, PIKTOGRAMOW, GNIAZD ELEKTRYCZNYCH, CZYTNIKOW KART) NALEZY
B124|Pa T Obiect C Off 200 290 B172 F L 360 ZAPOZNAC SIE Z KOMPLETNA DOKUMENTACJA ARCHITEKTONICZNA W TYM Z RZUTAMI SUFITOW, KLADAMI SCIAN, PROJEKTEM ARANZACJI WNETRZ.
ML} M LRl acker - PRZED PRZYSTAPIENIEM DO PRAC WYKONAWCA ZOBOWIAZANY JEST DOSTARCZYC DOKUMENTACJE WARSZTATOWA, KARTY DOBOROWE ORAZ
aint ng _I'Eﬂl' onservatio ce amaie 9 KARTY MATERIALOWE CELEM ICH ZATWIERDZENIA PRZEZ PROJEKTANTOW, W TYM ARCHITEKTA. W PRZYPADKU STWIERDZENIA PRZEZ WYKONAWCE
JAKICHKOLWIEK ROZBIEZNOSCI POMIEDZY DOKUMENTACJA DANEJ BRANZY A OPRACOWANIEM ARCHITEKTONICZNYM NALEZY SKONTAKTOWAC SIE Z

B125 E4 Electrical Closet = 190 B173 Female wash - 390 PROJEKTANTEM CELEM ICH WYJASNIENIA. ELEMENTY WIDOCZNE ZLOKALIZOWANE POZA PRZESTRZENIA TECHNICZNA POWINNY ZOSTAG
ZLOKALIZOWANE W OPARCIU O RYSUNKI BRANZOWE | ARCHITEKTONICZNE.
B126 Storage ol 50 B174 Break Room 120 120

B127 E3 Electrical Closet - 100 B175 SEI:UFi't!!I',IIFi remanFoom 200 150 1. SMOKE VENTILATION SYSTEMS (LIKE PRESSURIZATION AND SMOKE EXTRACT SYSTEM) WERE CALCULATED ACCORDING TO ARCHITECTURAL
LAYOUT ISSUED ON 29.05.2017. WITH OTHER DOOR SIZES SMOKE VENTILATION SYSTEMS MENTIONED ABOVE NEED TO BE REDISIGNED FOR NEW

- 4 - ; CONDITIONS.
B128 Closet [SEhGWE'H - 30 B176 Secu Fity Toilet - 50 2. LOCATION OF SUPPLY AND EXHAUST DIFEUSERS SHOULD BE ADJUSTED TO INTERIOR DESIGN AND REFLECTED CEILING PLANS.
3. IFIT IS REQUIRED, AN ACCESS AND ACCESS PANELS SHOULD BE PROVIDED FOR EQUIPMENT REQUIRING MAINTENANCE AND VENTILATION DUCTS
oo . i REQUIRING CLEANING. VENTILATION DUCTS TO BE PROVIDED WITH ACCESS OPENINGS FOR CLEANING ACCORDING TO REQUIREMENTS.
B131 Male Washroom 360 B177 EECU”W"IDSG Server 60 60 4. SMOKE VENTILATION DUCTS AND FIRE CUT-OFF AND SMOKE DAMPERS NEED TO BE INSTALLED ACCORDING TO MANUFACTURER REQUIREMENTS.
5. ALL DUCTS THAT HAVE FIRE RESISTANCE REQUIREMENTS NEED TO HAVE FIRE RESISTANT INSULATION ACCORDING TO MANUFACTURER

* B132 Male Toilets 400 - B178 Maintenance Wo |'|:;she:||:| 460 480 REQUIREMENTS FOR INSULATION TO MEET PROPER EIS CLASS.

— 6. DUCTS GOING THROUGH PARTITIONS THAT ARE NOT FIRE WALLS NEED TO BE SEALED.
-+L0_02 200x300 ; F 7. DUCTS GOING THROUGH FIRE WALLS SHOULD BE FIRE PROTECTED ACCORDING TO FIRE SEPARATION CLASS.
a B133 Female Washroom = 330 B179 Staff Unisex Toilet 40 30 8. ONEVERY DUCT BRANCH AND BEFORE EVERY SUPPLY AND EXTRACT DIFFUSER OF INSTALLATION NEED TO USE COMISSIONING ELEMENTS.
L SK AATm : - 9. VENTILATION DUCTS SHOULD BE THERMALLY INSULATED ACCORDING TO TECHNICAL DESCRIPTION.

A 33 B134 Female Tailets 300 - B1&80 Corridor 110 - é% VE;ERMALLYINSULATED VENTILATION DUCTS ON THE ROOF NEED TO HAVE ALUMINUM PROTECTIVE SHEET COVER OR GALVANIZED STEEL SHEET

. . 11. IN TECHNICAL ROOMS INSTALLATION SHOULD BE PROTECTED FROM DAMAGE AT HEIGHT UP TO MINIMUM 2M
E1 3 5 H [: T{ﬁllEt TU 1 U'D B1 E 1 C-ﬂrrld-l;'lr' 1 -'-1-'[] 1 4[] 12. IN CASES COMPLIANT WITH DRAWINGS ACOUSTIC INSULATED ELASTIC DUCTS “FLEX” TYPE CAN BE USED FOR CONNECTING SUPPLY AND
EXHAUST DIFFUSERS. MAXIMUM LENGTH OF ELASTIC DUCT(FLEX) CANNOT EXCEED 150CM.
H : 13. ALL VISUAL INSTALLATIONS ARE TO BE PAINTED ON COLOR AGREED WITH ARCHITECT. COLOR OF DIFFUSERS AND OTHER VISUAL ELEMENTS TO

Janitors Closet - 50 B182 Corridor 330 A UL S TALLATION
14. SUBCONSTRUCTIONS UNDER EQUIPMENT AND DUCTS IN WORKSHOP DOCUMENTATION.

B137 Water Treatement / Metter 340 360 B183 Corridor 110 110 15, WORKSHOP DOCUMENTATION IN SCOPE OF THE CONTRACTOR

:| 800 16. DRAWING TO BE READ WITH OTHER SERVICES' DRAWINGS AND THE TECHNICAL DESCRIPTION. BEFORE COMMENCEMENT OF WORKS, RELATED

~| 200 ; WORKS NEED TO BE CHECKED IN OTHER BRANCHES.
; B138 M=MN Heat EKDhEF‘IQE 730 750 B184 Corridor 240 130 17. EACH STEAM LANCE TO BE MOUTED IN AIR HANDLING UNIT'S HUMIDIFICATION SECTION.
: 7 18. ADDITIONAL ACOUSTIC INSULATION TO REDUCE NOISE EMITTED FROM VAV DAMPERS CASES TO BE MADE OF 40mm MINERAL WOOL COVERED

' WITH ALUMINUM OR GALVANIZED STEEL COAT MOUNTED ON THE DUCTS 3m BEFORE AND AFTER THE VAV DAMPER.

> B141 Cafe Prep 1560 1560 B185 Corridor 150 } 19. DUCTS IN THE RAISED FLOOR TO COORDINATE WITH RAISED FLOOR MOUNTING SYSTEM BEFORE DUCT'S PREFABRICATION.
8 \ : ) 20. AHU SHOULD BE MOUNTED ON DEDICATED SUBCONSTRUCTION ACCORDING TO WORKSHOP DRAWINGS.
1o 022000350 B142 Cafe Lockers 60 - B186 Corridor 40 - 21.CO2 SENSORS FOR PUBLIC SPACES SHOULD BE INSTALLED INSIDE RETURN AIR DUCTS SERVING THOSE SPACES.
0 600 22 FINAL LOCATION OF SUPPLY/RETURN AIR TERMINALS ACCORDING TO ARCHITECTURAL DRAWINGS IN AGREEMENTS WITH HVAC DESIGNER.
B143 Café Toilet - a0 B187 Corridor 80 -

i i PROTECTION DRAWINGS ARE FOR QUANTITY ONLY. REFER TO ARCHITECTURAL DRAWINGS FOR ALL LOCATIONS AND PROVIDE WORKSHOP
***** = B144 Cafe Deliv. 110 110 B192 Egress Stair C 1780 DRAWINGS FOR FINAL REVIEW AND APPROVAL BY DESIGN TEAM INCLUDING THE ARCHITECT. CONTACT ARCHITECT IF QUANTITIES DIFFER FROM
Z , . ENGINEERING DRAWINGS PRIOR TO INSTALLATION. REFER TO ARCHITECTURAL DRAWINGS (DEVICE LOCATION PLANS, CEILING PLANS, FLOOR
B145 Cafe Storage 140 140 B196 Slair B a0 - PLANS, AND ELEVATIONS) FOR ALL LOCATIONS FOR LIGHTS, SMOKE SAMPLING POINTS, SPEAKERS, CAMERAS, DAYLIGHTING SENSORS, MOTION

700 DETECTION, GSM, WI-FI ANTENNAS, ACCESS PANELS, EXIT SIGNS, LIGHT SWITCHES, POWER OUTLETS/SOCKETS, KEYPADS, CARD READERS, AND
————— E DEVICES OF ANY KIND. DEVICES OUTSIDE OF TECHNICAL SPACES SHOULD BE LOCATED BASED ON ENGINEERING AND ARCHITECTURAL DRAWINGS.
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